STPM 19-25-32

ePinza manuale per reggia in metallo con 1 % Dati Tecnici
sigillo singola graffata e Tipo di Collo Piano, Tondo

- - o Tipo di reggia utilizzabile Lucida/bluata Rmax. 850N/mm?
eManual sealer for steel strap with seal, single « Larghezza regga 18 - 9F i = 3

notch e Spessore reggia Da 0.6 mma 1 mm
eCercleuse manuelle pour feuillard métalliques, :,T,Z’:odicmusura i’.?é'fz"éeé?p e mm
unique fermeture avec chape
eHand-umreifungsgerate fiir Stahlband
mit Hiilsenverschluss, Geriffelte VerschluBhiil-
sen fiir Einzelne Kerbe
ePinza manual para fleje de acero con grapa,
sola incision

2% Technical Data

e Package type Flat surface, Round surface

e Strap quality Steel strap Rmax. 850N/mm?

e Strap width 19 mm - 25 mm - 32 mm (3/4” - 1”- 1 1/4”)
e Strap thickness 0.6 mm -1 mm

e Joint type Overlap Seal (L. min: 45 mm)

e Weight around 2.8 Kg.

1% Caractéristiques Techniques

e Type de colis Plat, Rond

o Matériau feuillard Feuillard métalliques Rmax. 850N/mm?
e Largeur feuillard 19 mm - 25 mm - 32 mm

o Epaisseur feuillard 0.6 mm-1mm

o Type de soudure Chape overlap (L. min:45 mm)

e Poids 2.8 Kg.

Codice ordinazionemOrder codemCode articlemBestell-NummeraCddigo pedido:

e STPM 19 19 mm 107.190.040
e STPM 25 25 mm 107.250.040
e STPM 32 32 mm 107.320.040

¥ Technische Merkmale

e Packstucke Ebene Oberflache, Runde Oberflache

e Bandqualitat Stahlbandgerat Rmax. 850N/mm?

e Bandbreite 19 mm - 25 mm - 32 mm

e Bandstéarke 0.6 mm -1 mm

e Verschluss Verschlusshilse overlap (L. min:45 mm)
e Gewicht 2.8 Kg.

STRAPPING TOOLS

W

Tendireggia manuali per reggia in metallo
—. Caracteristicas Técnicas .
S Thodopsuels PamRedonds Manual strapping tools for steel strap

o Tipo de fleje Metalico Rmax. 850N/mm?

«Anchosfieies  19mm-25mm-2mm Appareils de cerclage manuels pour feuil SECERES

e Grosor flejes 0.6 mm-1mm

‘Mpodosslido  SepaowieplLmimibmm) Manuelles Stahlband-Umreifungsgerat
Flejadora manual para fleje de acero




